
Proposed Temporary Shop and 
Services for a Period of 3 Years at 
Lots 3250 S.B ss. 48, 3250 S.B 
ss. 49(part) in D.D. 104 and 
Adjoining Government Land, Mai Po, 
Yuen Long, N.T.

Site Plan

Figure 2
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Proposed 225mm U-channel with
Gradient =1:100
Proposed Catchpit with sandtrap 
(Refer Drawing No.C2406/1)

Cross-fall 1:100

Site Area of the
application Site =
2,800 sq m

Proposed 400mm Surface
U-channel with precast concrete
slabs (Refer CEDD Standard
drawing No. C2412E)

Proposed Catchpit with
Sand Trap (Refer Drawing
No.C2406/1)
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Appendix C - 
Proposed Drainage Plan
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Proposed Terminate
Catchpit with Sand Trap
(Refer Drawing No.C2406/1)

Proposed Catchpit with
Sand Trap (Refer Drawing
No.C2406/1)

Proposed Boundary Wall
(around 200mm thick)

Appendix C - 
Proposed Drainage Plan
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Proposed Catchpit with
Sand Trap (Refer Drawing
No.C2406/1)

Site Area of the
application Site =
521 sq m
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Application Site = 521 sq m
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(Refer Drawing No.C2406/1)

Existing Village Gully

74 sq m

+4.5

External
Catchment Area
= 74 sq m

Assume 100 sq m
for conservative
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